
 

 

 
1.  Lüftungsgitter 



Stahl Lüftungsgitter 

 
Lüftungsgitter eckig 

 

 

 

 

 

 

 

 

 

 
KSH KSV KSH-V KSV-H KSH-90°/45° 

 
 

  

 

   
KST KSH-R KSH-W KSH-SW KWS 

 
 

  

 

   
KWP KWK NWP KSH-90°/45°-oc KST-oc / KWS-oc 

 
Lüftungsgitter für 
Rohreinbau 

     
KSH/Ø KSV/Ø KSH-V/Ø KSV-H/Ø KWS/Ø 

 
 

 
KWS-O 

Aluminium Lüftungsgitter 

 
Lüftungsgitter eckig 

 

 

 

 

 

 

 

 

 

 
KSH-al KSV-al KSH-V-al KSV-H-al KSH-RS-90°/45°-al 

 
 

     
KSH-90°/45°-al KST-al KSH-R-al KWS-al KWP-al 

 
 

 

 

 
  

 

 

KNK-al KNK-T-al KNP-al NWP-al 

 

 
Material: 

Stahl: - LAF-DC01-A-M-O (PN-EN 10130:2009) 

- FePO1 A-M-O (PN-EN 10130, PN-EN 10139) 
Stahl verzinkt - GALV-DX51D+Z275-M-A-C (PN-EN 10142:2003) 

- FePO26 275-M-A-C (PN-EN 10142:2003, PN-EN 10143:2003, PN-EN   10147:2003) 
Edelstahl  - OH18N9 (1.4301) (PN-EN 10088-1:2007) 

Aluminium eloxirt - stop EN-AW-6063 (PN-EN 573-3:1994) 
Aluminium - 1050A H24 (PN-EN 573-3:2005, PN-EN  485-2:2007) 

 

 
 

 
 




